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Techrical Specification for Server PC
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, CPU

| Chipset
PCl Slots
Memory

| Storage
RAID

- Controller
[thernet

' Graphics
Uptical

| Drive

Ports

]
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Chassis &

i Power

_oupply

i Accessories

' Two Processor Intel Xeon X5650 (2.66 GHz, 15

MB cache,

' six core) processor or higher

PCl express slots (3% X16+2*X8+ 1*X4)

' SAS Controller with minimum 4 ports suppor

- Two nos. Dual port server Gigabit

intel C604 Chipset or higher

A8 (6*8 GB) GB LLK-3 1333 Mitir £ CC Mamuory upgradable
to 192 GB (12 Divi)/ Slois)

2*300 GB HS SAS HOU |{ (10K or higher RPM .

ting RAID leve!
0,1

Ethernet on separate

controllers (2 integrated port & 2 port throuph Flhernet

~card)
| Integrated graphic controller
" Internal DVD ROM Drive

Server chassis having redundant hot sw. owe

SXUSB (4F+4R), 1X M7, 1X Management porl, 1X Sertal

Port, 4X RJ45

TCO 05 cemhed Lo £> or h&gher Ti T monitor with 5 ms
. i response time
Keyboard & |

R —

OEM Keyboard & OtM Optical mouse

supply

" with 5'hot swap drive bays for HDD

| The server shouid be supplied along with software utilities
' for system configu-ation, OS installation and system

" information, cabies, user manual, rack mount kit. Driver

software for all the adapters as per the configurat.on and |

required operating system

Windows Server Standard 2012 R2 edition
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