Valstop Spring Check Valve

With P'olymeric Rasin Jumpei /it
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Spring
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Polymeric resin

NBR

Stainless Steel

/\I 51 302

Minirmum working press

sure 0.05 Bar (5 kPa)

Thread BSP
MAX Working -
Temperature L
Cold Working

Pressure See below

Apphcatmns Can be fltted in horizontal,
vertical or oblique position.
Suitable for Hot/Cold water, Oils.

Sprlng Typp Q||eck Valve Fiq '1:9‘5’

BVWC/010 10 46.5
CBWC/Os | s 50
BWVC/020 20 59
RBwchoous 3

BwWWC/032

76 60.5 :
BWC/040 | 40, 90 735 0.913
BWC/050 50 101 89 1.414
B "'6'5'_ B o DT Teo
BWVC/080 80 150 137 a.447

Foot Valve Strainer

MATERIALS

BAR}
p.oaa 40
0.147 40
0.218 30

w27 SPECIFICATIONS
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Thread BSP
100°C
Cold Working See below
Pressure

Applications — To convert Europa & Valstop,
Spring Check Valves to Foot Valves !

ainless Filter Fig H 0157 -

BWVS/020

BWS/032

] 1200pm

o BWS/040 - 40. 78 1200pm - 35,
BVVS/050 50 90 1200pm 52
BVVSC 65 ory . 2000pm 88
BVVS/080 80 110 2000pm 116
BVVS/100 100 128 2000pm 167
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