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Ref : PUR/2/35/8635/590 
Item : Burnt Lime 
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M A T E R I A L    D E T A I L S 
 
 

 
Material :   Burnt Lime having available CaO content of minimum 65%, free from ash, dirt 

and other foreign material and capable of slaking with water. 
 
 
Size : Minimum 90% of the material shall be in between   1”   to  2.5”. 
 Maximum 10% may be smaller than 1” size. 
 
 
Packing : Preferably 50 kgs. net in air tight HDPE bags. 
 
  
Scope :   Supply at our site at Jaduguda / Turamdih including loading, unloading, 

discharging into the hopper and empty bags to be stacked after making bundle. 
 

 Jaduguda is located at 25 KM from JAMSHEDPUR. 

 Turamdih is located at 07 KM away from JAMSHEDPUR. 
 

 
Quantity :   34,000 M.T spread over one year  (16,000 MT for Jaduguda and 18,000 MT for 

Turamdih) 
 
 
Delivery Schedule :   FOR JADUGUDA  -    @ 1350 MT/month (325 MT/week) with 600-

700 MT/month by L1 & balance by others 
 
 FOR TURAMDIH   -     @ 1500 MT/month (350 MT/week) with 600-

700 MT/month by L1& balance by others 

   
 

 
 
 

  


