Annexure-A

Material Description

SL.No

Material Description

Requirement

1

1 kVA Online UPS with Inbuilt Battery

Nominal I/P V:230v A/C

I/P V range :160-280V

O/P V range :230 V

Other O/P V:220V,240V

Voltage distortion: Less than 3%

Battery backup :30 Min

Battery Type :Maintenance free sealed leak proof lead acid
battery

Make : APC/Microtech/Luminous

2Nos. 100859900y 00)

2 kVA Online UPS with Inbuilt Battery

Nominal I/P V:230v A/C

I/P V range :160-280V

O/P V range :230 V

Other O/P V:220V,240V

Voltage distortion: Less than 3%

Battery backup :30 Min

Battery Type :Maintenance free sealed leak proof lead acid
battery

Make : APC/Microtech/Luminous

2 Nos. 4pp 000U 00

3 kVA Online UPS with Inbuilt Battery

Nominal I/P V:230v A/C

I[/PV range :160-280V

O/P V range :230 V

Other O/P V:220V,240V

Voltage distortion: Less than 3%

Battery backup :30 Min

Battery Type :Maintenance free sealed leak proof lead acid
battery

Make : APC/Microtech/[ uminous

3Nos. -1O0 0{6100\{003

5 kVA Online UPS with Inbuilt Battery

Nominal I/P V:230v A/C .

I/P V range :160-280V

O/P V range :230 V

Other O/P V:220V,240V

Voltage distortion: Less than 3%

Battery backup :30 Min

Battery Type :Maintenance free sealed leak proof lead acid
battery

Make :APC/Microtech/Luminous

ool
1 Nos {UOO‘SQDO A
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