Enq.No. 1/PE190303/1

FORMAT FOR PRICE - BID

Annexure-4

SL.No

Description

Qty

Unit

HSN CODE

Basic Unit
Price /No

GST on basic unit

price

P&F chgs.
(if any per
Unit)in %

P&F chgs.
Amount in
Rs. Per Unit

GST on P&F

Freight
charges per
Unit  (if
any)

GST on freight

Other
Charges, if
any per unit
(Rs.)

GST on other charges

Total landed Cost
Per unitin (Rs.) /No

(inRs.)

(in %)

(inRs.)

(InRs.)

(in %)

(inRs.)

(in %) | (inRs.)

(inRs.)

(in %) (inRs.))

(in fig)

(in words)

Indoor blower motor with runner, Model:
YDK36-46(A), Single phase, 220-240V, 50Hz,
36W, 4P, 0.33A, CL:B, LRA-0.47A, CCW rotation
with runner length: 32 inch, dia: 4.5 inch
suitable for 1.5Ton Air conditioner.

Indoor blower motor with runner, Model: KSFD-
25E1, SL.No: eau32815002, Single phase, 220-
240V, 50Hz, 25W, 4P, 0.25A, CL:E, CCW rotation
with runner length: 31.5 inch, dia: 4.5 inch
suitable for 1.5Ton Air conditioner.

Condensor blower motor with fan and suitable
fan blade, Model: KFD-55H, 900RPM, 54W,
230V, 50Hz, CW Rotation, 0.43A, CL:B
Insulation, suitable for 1.5Ton Air conditioner.

Indoor blower motor with runner, Model:
LM200LK4173 JHO1, 920 RPM, Single Phase,
220-240V, 50Hz, 105W, 1A, CL:B, LRA-0.57A,
CCW rotation with2 Nos runner length: 13.8
inch, dia: 9.5 inch suitable for 2 Ton/ 5.5Ton Air
conditioner.
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Indoor blower motor with runner, Model:
YDK36-46(A), Single phase, 220-240V, 50Hz,
36W, 4P, 0.33A, CL:B, LRA-0.47A, CCW rotation
with runner length: 31.5 inch, dia: 4.5 inch
suitable for 2Ton Air conditioner.

Condensor blower motor with fan and suitable
fan blade, Model: 12B204A1E/2L, 1175RPM,
93W, 230V, 50Hz, CCW Rotation, 1A, CL:B
Insulation, suitable for 2Ton Air conditioner.

Condensor blower motor with fan and suitable
fan blade, Model: 4681A30020A (9YDK90-6]-3)
, 880RPM, 93W, 230V, 50Hz, CCW Rotation,
0.73A, CL:B Insulation, suitable for 5.5Ton Air
conditioner.

Note: Bidders should quote their Basic price/ Unit only in the above given format. Offers received for another unit shall not be considered and will be rejected.

Signature of supplier with seal




