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Annexure —“A”

Supply of spare Belt Scrapers for lime handling plant belt conveyors

dtd

SL
No

Material code

Material Description

Unit
code

Stock in
hand

Dues

Consum-
-ption
riate

Item
cat

Qty
reqd.

01.

4.019.003.

U2

_Supply of External Primary Belt Scrz:pe:"”Segmented

Elastomount Type with Polyurethane Tips suitable for 600
mm belt width

01

01 No’s

02.

4.019.003.

BuM

Supply of External primary Belt Scrapper Segmented
Elastomount Type with Tungsten Carbide Tip suitable for
800 mm belt width

01

01 No’s

03.

4.019.003.

HS)\

Supply of External Primary Belt Scraper Segmented
Elastomount Type with Tungsten Carbide Tips suitable for
600 mm bell width.

01

04 No’s

04

4.019.003.

TS

Supply of External Secondary Belt Scrapper Segmented
Blastomount Type with Tungsten Carbide Tip suitable for
600 mm belt width

01

03 No’s

05.

4.019.003.

%S>

Supply of External reversible Belt Scrapper Segmented
Elastomount Type with Tungsten Carbide Tip suitable for
600 mm belt width

01

02 No’s

06.

4.019.003.

Supply of Internal V-Plough Belt Scraper Segmented
Elastomount Type with polyurethane Blocks suitable for
600 mm belt width

01

02 No’s

07.

4.019.003.

Supply of Internal D-Plough Belt Scraper Segmented
Elastomount Type with Rubber Blocks suitable for 600 mm
belt width

01

02 No’s

08.

4.019.003.

Supply of Rotary belt scrapers with motor drive suitable for
600 mm belt width

01

01 No’s

09

4.019.003.

Supply of skirt board sealing(M25) segmented inter-
locking type with rubber blocks (twin bolt fixing
arrangement, Normal grade), 250x200x15/20

Back plate: 1000x155x3mm-Gl

Clamp: 155x100x3mm-GI with MS Galvanised fasteners

04

50Mtrs




