. o SPECIFICATION FOR BENCH TYPE pH/ORP Meter v

! pestnonl | PH and ORP :
o fion .
+ | f 0.00 to 14.00 pH (
i AT s b - ; as pe
oM fesolution : | Upto 2-digit resolution (0.01pH) ition |
P | pHac : | +0.02pH tted |
i i o y : ———— P llowin
| Mé tol mpcqllbslh : | Within '
OR P (m\/) Range 1| £1999mV
| ORP Resolution 0.1mV upio +199 SmV ' :
S imV > £199.9mV
—— + 0.2mV upto £199.9mV
ORI /\c0~ur cy £2mvV>+19%mv.
8 emperat ure measuremeqt Range :10t070deg.C
9 R,mperature Probe : | To be provided as Wi
10 T< mperature Resolution :10.1deg.C
1" Temperature accuracy :10.3deg.C ay of
= vour
12 | Auto Temp. Compensation . | Inbuilt (Enabled/disabled by menu) form
USA, NIST or User defined buffer range - ' ol
N : USA(pH:1.68, 4.01, 7.00, 10.01, 12.45)
14 | Calibrtion baher Hplien NIST (pH: 1.68, 4.01, 6..86, 9.18, 12.45) hert
User Defined: Any value within Oto 14pHrange -
14 | Calibration points : | 1,2 0r 3 Points (selected through menu) :d fro
R .- whi
15 | Display . | Backiit LCD display of pH/mV and Temp. ’
: g 1. Analog type combined pH glass i
15| Coppeytientzcinde faymy 2. Analog type combined ORP electrode . 39'
17 | Electrode Interface : | BNC connector
LCD display panel with programming keys. User can perform
) : .
18 | User Interface following function fvrom~menu ficati
1. Meter calibration nerc
2. Temp. Compensation (Auto/Manual) ed a
19 | Power supply | 230VAC
; . Temp.: 2 to 55 deg. C, n Ca
20 Cnevslmgong s Humidity: upto 100% RH, with acid fumes
21 | Enclosure . | Suitable for dusty and Humid environment
22 | Mounting : | Outdoor under shed
1. One No. of double junction pH electrode with BNC connector
2. One No. of ORP electrode with BNC connector
23 | Accessories 3. Temperature Compensation probe
4. Electrode Holder Arm
N 5. Power Adaptor for - ]
24 | Warranty : | 2 Years from the date of Supply.
24 | Make : C&H Emect Thermo Scientific, Hanna k strumen \s \/l &T
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