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Size/Trim:

Body Material:
End Connection:
Flange Facing:
Trim Char.:
Trim Type:
Seat Ring:
Plug:

Seat Retainer:
Seat Material:

Bonnet:

4.8%/ 4.26 CV: 32.0

Integral flange
125-250 Ra (Std)

Equal percent Gaskets:
Unbalanced Packing:
Hexoloy SA Packing Style:
Hexoloy SA Lower Guide:
Hexoloy SA Upper Guide:

Silicon Carbide (Class IV)

Standard, SS 316

Model:
Body Style:
316 SS (ASTM A351 Gr CF8M) Pressure Class:

Actuator Type:

Grlo, Glebe
Angle
300#

Teflon

TFE V-Ring (std)
Single

G.L. Teflon

G.L. Teflon

Spring Cylinder

Bonnet Flange: SS 316 Air Action: Open
Clamps,gld flg: Hdware SS/SS Bolts Flow Direction: Over
Body Bolting: SS 316 Actuator Size: 25 sq in
Spring Size: Standard
Spring Action: Close
Hand wheel: Side Mounted Tubing/Fitting: N/A
Air Supply: 450.0 (KpaG )
Signal: None/ On-OffT
Switch: Proximity - 2 Nos. to indicate Open and Close
Pipe (in/out): 1.5"/1.5"
Schedule(up/dn): 40S /40S
Air Set: Filter Regulator with Gauge
----------------------- Case 1----Case 2----0ASE Jwm==-emccmccccmancamaennunnnnns
Temperature (C): 80.0 80.0 Fluid: OXYGEN
Upstream (KpaA ): 1700.0 1600.0 Molecular weight: 31.9
Downstream (KpaA ): 1550.0 1004.0
Gas Flow(1600 SCMH): 0.384 0.192
Pressure drop: 150.0 596.0 (Max shutoff drop: 1800.8)
Valve vel. Mach#: 0.021 0.016
Pipe vel. Mach#: 0.018 0.014
Valve Required Cv: 376 1.13 (Max CVv is 32.0)
est. Percent open: 35% 4%
Total Noise (dBA): <70 70

® Oxygen Cleaning will be Provided.



